
OVERVIEW 

Wineries are often faced with off-flavors caused by 2,4,6-trichloroanisole (TCA) 
and 2, 4, 6-tribromoanisole (TBA) mold molecules. TCA and TBA are two molecules 
both created by mold, and are found in wineries. In the rare case that chlorine 
(“chlor”) and bromine (“brom”) molecules get into contact with the mold, the 
mold’s metabolism will produce TCA and TBA as off-flavors in the wine. Winetech’s  
solution is licensed by the patent holder to safely and effectively remove TCA and 
TBA’s off-flavors.

PROCESS

Wine is gently pumped through the  column and back to the original tank. Our 
process allows for the minimum lot size of one barrel and above. In addition, this 
process is offered as a mobile filtration service, as well as by a rental contract.*  

EQUIPMENT

Winetech’s TCA machine is complete with a pump and treatment column and is 
licensed under patent #6,610,342. Our TCA/TBA filtration solution uses chromatographic 
methods to remove TCA and TBA. Special resin beads in the column are used 
to specifically absorb these compounds. Our machine actually removes TBA—it 
doesn’t just cover it.

QUALITY CONTROL: Pre- and post-treatment lab analysis.

*This technology is based upon accurate numbers of TCA and TBA starting levels.

TCA-TBA REMOVAL



•Winetech TCA - TBA Removal System: chromatographic method: adsorbent resin 
column + pump

•Pat # 6,610,342

•Removal of TCA and TBA from wine.

•All components, materials and chemicals are FDA approved

•TTB compliant

•Equipment available to treat from 1 barrel and up

•Removal rate: 100%

•All equipment is sanitized after each use

•Power: 110 V or compressed air

•Nitrogen

•Receptacle:110 standard receptacle

•Water: Within 70 feet with 3/4” garden hose fitting

•Tanks: Wine tank within 70’ with Tri Clover fitting (above ground level). Sanitized tank

•Hoses: 1 ½” or 2”, sanitized, enough to reach the tanks

•Wine: Racked, blended in tank 

•Minimum Lot size: 60 gallons

•Wine Temperature: 55°- 65°F (13°-18° C)

CAUTION: Maintain free SO2 level between 20-30 mg/l before and after treatment

Should these requirements not be met at the time of service, Winetech reserves the 
right to reschedule, revise pricing and/or cancel the service
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